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Approved
Rim

AT505
Application
Steer and All-Position

Long tread life and great high speed stability
Durable and wear-resistant sidewall
Resists heat build-up
Low noise emissions and reduced stone retention

Suitable

Size

215/75R17.5
235/75R17.5
225/70R19.5
245/70R19.5
255/70R22.5

11R22.5
11R22.5

275/70R22.5
275/80R22.5
295/75R22.5
295/75R22.5
315/80R22.5

11R24.5
11R24.5

285/75R24.5
285/75R24.5
ST235/80R16
ST235/85R16

Item Number

3302001510
3302001550
3302001202
3302001320
3302001311
3302001512
3302001513
3302001467
3302001508
3302001765
3302001766
3302001376
3302001516
3302001517
3302001522
3302001523

Pending
Pending

6.00 
6.75 
6.75 
7.50 
7.50 
8.25 
8.25 
8.25 
8.25 
9.00 
9.00 
9.00 
8.25 
8.25 
8.25 
8.25 
6.50 
6.50 

PR

16
18
14
16
16
14
16
16
16
14
16
20
14
16
14
16
14
14

S
135
143
128
136
140
144
146
148
146
144
146
156
146
149
144
147
129
132

D
133
141
126
134
137
142
143
145
143
141
143
153
143
146
141
144
125
127

Load Index Tread
Depth

(32nds)
15
16
15
16
16
20
20
18
20
20
20
22
20
20
20
20
12
13

75
75
75
81
81
75
75
81
75
75
75
75
75
75
75
75
81
81

30.2
31.4
31.9
33

36.6
41.5
41.5
37.7
39.9
39.9
39.9
42.3
43.5
43.5
41.3
41.3
30.8
31.7

8.3 
9.2 
8.9 
9.8 

10.0 
11.0 
11.0 
10.8 
10.8 
11.7 
11.7 
12.4 
11.0 
11.0 
11.1 
11.1
9.2

 9.2 

S
125
125
110
120
120
105
120
130
120
110
120
125
105
120
110
120
110
110

S
4805
6005
3970
4940
5510
6175
6610
6940
6610
6175
6610
8820
6610
7160
6175
6780
4080
4400

D
125
125
110
120
120
105
120
130
120
110
120
125
105
120
110
120
110
110

D
4540
5675
3750
4675
5070
5840
6005
6395
6005
5675
6005
8050
6005
6610
5675
6175
3640
3860

LBS PSI Section
 Width

(in)

Outside
Diameter

(in)

Speed
Rating
（MPH）

Approved
Rim

High wear resistance 
Long tread life 

Economical and Green 

Excellent cost -performance 

Size

11R22.5
11R22.5

295/75R22.5
295/75R22.5

11R24.5
11R24.5

285/75R24.5
285/75R24.5

Item Number

3302001074
3302001075
3302001078
3302001079
3302001076
3302001077
3302001080
3302001081

8.25 
8.25 
9.00 
9.00 
8.25 
8.25 
8.25 
8.25 

PR

14
16
14
16
14
16
14
16

S
144
146
144
146
146
149
144
147

D
142
143
141
143
143
146
141
144

Load Index
Tread
Depth

(32nds)
29
29
29
29
29
29
29
29

75
75
75
75
75
75
75
75

41.9
41.9
39.9
39.9
43.5
43.5
41.3
41.3

11.0 
11.0 
11.7 
11.7 
11.0 
11.0 
11.1 
11.1 

S
105
120
110
120
105
120
110
120

S
6175
6610
6175
6610
6610
7160
6175
6780

D
105
120
110
120
105
120
110
120

D
5840
6005
5675
6005
6005
6610
5675
6175

LBS PSI
Section
 Width

(in)

Outside
Diameter

(in)

Speed
Rating
（MPH）

Approved
Rim

AD507
Application
Long Haul Drive

Excellent grip
Excellent durability
Excellent traction
Excellent cost performance
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*Smartway Verification:
End 2024
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Size

11R22.5

11R22.5

295/75R22.5

295/75R22.5

Item Number

3302001648

3302001647

3302001655

3302001654

8.25 

8.25 

9.00 

9.00 

PR

14

16

14

16

S

144

146

144

146

D

142

143

141

143

Load Index
Tread
Depth

(32nds)

28

28

28

28

75

75

75

75

41.9

41.9

39.9

39.9

11.0 

11.0 

11.7 

11.7 

S

105

120

110

120

S

6175

6610

6175

6610

D

105

120

110

120

D

5840

6005

5675

6005

LBS PSI
Section
 Width

(in)

Outside
Diameter

(in)

Speed
Rating
（MPH）

Approved
Rim

AD170
Application
Long Haul Drive

High wear resistance 

Excellent traction

Suitable

Enhanced profile design and improved compounds 
provide lower rolling resistance and aids in 
optimized fuel consumption
Integration of a new wear-resistant compound and 
lower heat generation fillers ensure excellent 
mileage and performance along with improved cut 
& tear resistance

Optimized block pattern and multi-sipe design 
provides excellent reaction in dry and wet weather 
driving conditions

Increased tire width creates a larger footprint which 
promotes stability and longer tread life

AD515
Application
Regional Drive

Suitable

Excellent traction
Better grip
Tread chunking resistance

Size

11R22.5
11R22.5

295/75R22.5
295/75R22.5

11R24.5
11R24.5

285/75R24.5
285/75R24.5
225/70R19.5

Item Number

3302001286
3302001242
3302001266
3302001279
3302001287
3302001243
3302001282
3302001283
3302002357

8.25 
8.25 
9.00 
9.00 
8.25 
8.25 
8.25 
8.25
6.75

PR

14
16
14
16
14
16
14
16
14

S
144
146
144
146
146
149
144
147
128

D
142
143
141
143
143
146
141
144
126

Load Index
Tread
Depth

(32nds)
27
27
27
27
27
27
27
27
20

75
75
75
75
75
75
75
75
75

41.9
41.9
40.2
40.2
43.9
43.9
41.3
41.3
31.9

11.0 
11.0 
11.7 
11.7 
11.0 
11.0 
11.1 
11.1
8.9

S
105
120
110
120
105
120
110
120
110

S
6175
6610
6175
6610
6610
7160
6175
6780
3970

D
105
120
110
120
105
120
110
120
110

D
5840
6005
5675
6005
6005
6610
5675
6175
3750

LBS PSI
Section
 Width

(in)

Outside
Diameter

(in)

Speed
Rating
（MPH）

Approved
Rim

High-traction design 
Stone rejection design 

Superior irregular wear resistance
Long-wearing cap compound is engineered for superior 
mileage

Save cost per mile by providing an extra-deep tread
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AT502

High wear resistance 
Low noise emissions

Long tread life
Cool running

Application
Long Haul Trailer

Suitable

Size

11R22.5
11R22.5
11R24.5
11R24.5

295/75R22.5
295/75R22.5

Item Number

3302001174
3302001175
3302001180
3302001181
3302002150
3302002499

8.25
8.25
8.25
8.25
9.00
9.00

PR

14
16
14
16
14
16

S
144
146
146
149
144
146

D
142
143
143
146
141
143

Load Index
Tread
Depth

(32nds)
11
11
11
11
11
11

81
81
81
81
81
81

41.5
41.5
43.5
43.5
39.9
39.9

11.0
11.0
11.0
11.0
11.7
11.7

S
105
120
105
120
110
120

S
6175
6610
6610
7160
6175
6610

D
105
120
105
120
110
120

D
5840
6005
6005
6610
5675
6005

LBS PSI
Section
 Width

(in)

Outside
Diameter

(in)

Speed
Rating
（MPH）

Approved
Rim

Excellent in long haul application 

Improved rolling resistance & optimum fuel efficiency

Shallow tread depth reduces heat build up 

AT159

High wear resistance 
Low noise emissions

Long tread life
Cool running

Application
Long Haul Trailer

Suitable

Size

11R22.5
11R22.5

295/75R22.5
295/75R22.5

Item Number

3302001546
3302001547
3302001761
3302001762

8.25
8.25
9.00
9.00

PR

14
16
14
16

S
144
146
144
146

D
142
143
141
143

Load Index
Tread
Depth

(32nds)
11
11
11
11

81
81
81
81

41.5
41.5
39.9
39.9

11.0
11.0
11.7
11.7

S
105
120
110
120

S
6175
6610
6175
6610

D
105
120
110
120

D
5840
6005
5675
6005

LBS PSI
Section
 Width

(in)

Outside
Diameter

(in)

Speed
Rating
（MPH）

Approved
Rim

Excellent in long haul application 

Improved rolling resistance & optimum fuel efficiency

Shallow tread depth reduces heat build up 

*Smartway Verification:
End 2024
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Approved
Rim

Size

385/65R22.5

425/65R22.5

Item Number

3302002016

Pending *

11.75

12.25

PR

20

20

    160 

    165

Load Index
Tread
Depth

(32nds)

22

23

68

68

42.2

44.3

15.3

16.6

S

         130

         120

S

            9920

           11400

D D

LBS PSI
Section
 Width

(in)

Outside
Diameter

(in)

Speed
Rating
（MPH）

Approved
Rim

AA610
Application

Excellent durability 
High strength
Cut and Chip resistant compound 

Mixed Service-All Position

AA612
Application
All-Position

Excellent durability     

Cool running

Approved
Rim

Size

11R22.5

11R22.5

11R24.5

11R24.5

315/80R22.5

Item Number

3302001293

3302001276

3302001297

3302001296

3302002241

8.25

8.25

8.25

8.25

9.00

PR

14

16

14

16

20

S

144

146

146

149

161

D

142

143

143

146

157

Load Index
Tread
Depth

(32nds)

22

22

22

22

22

68

68

68

68

68

41.5

41.5

43.5

43.5

42.3

11.0

11.0

11.0

11.0

12.4

S

105

120

105

120

130

S

6175

6610

6610

7160

10200

 D

105

120

105

120

130

D

5840

6005

6005

6610

9090

LBS PSI
Section
 Width

(in)

Outside
Diameter

(in)

Speed
Rating
（MPH）

Improved design for All- Position applications

Optimized footprint contributes to longer wear 

Excellent durability 

*COMING SOON

Cut and chip resistance compound

Stone rejection design

Using high strength steel and enhanced bead design to 
improve impact & tear resistance
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Size

11R22.5

11R24.5

Item Number

Pending

Pending

8.25

8.25

PR

16

16

S

146

149

D

143

146

Load Index
Tread
Depth

(32nds)

28

28

75

75

41.9

43.5

11.0

11.0

S

120

120

S

6610

7160

D

6005

6610

D

120

120

LBS PSI
Section
 Width

(in)

Outside
Diameter

(in)

Speed
Rating
（MPH）

Approved
Rim

Size

11R22.5

11R24.5

285/75R24.5

295/75R22.5

Item Number

Pending

Pending

Pending

Pending

8.25

8.25

8.25

9.00

Approved
Rim

PR

16

16

16

16

S

148

149

147

146

D

145

146

144

143

Load Index
Tread
Depth

(32nds)

21

21

21

21

75

75

75

75

41.5

43.5

41.3

39.9

11.0

11.0

11.1

11.7

S

120

120

120

120

S

6945

7160

6610

6610

D

120

120

120

120

D

6395

6610

6005

6005

LBS PSI
Section
 Width

(in)

Outside
Diameter

(in)

Speed
Rating
（MPH）

AF516AD218

*Third Quarter of 2022

Application
Mixed Service Drive

Suitable

Long tread life
Maximum traction
Cut & Chip resistant compound
Better durability

Application
Long Haul Steer

High wear resistance 

Long tread life

Economical and Ecogreen  

Excellent cost-performance

Suitable

Wear resistant compound offers longer overall tire 
life

Enhanced bead structure design improves load 
carrying capacity

New tread pattern design offers excellent grip 
capacity






